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Product Information 

PC 62442 
 

PRODUCT DESCRIPTION: 

PC 62442 is a ceramic coating film forming polymer for automotive surfaces.   For the ultimate ceramic finish 

add 2 oz per gallon of fresh water then brush to uniformly coat the surfaces, then clean water rinse for 

second to none beading.  To finish, dry surfaces with a clean non-scratching microfiber terry cloth or suitable 

water absorbent towel.  If PC 62442 dries or streaks on the surface, simply wipe area with a with a microfiber 

towel damp with water or spray a light mist of water onto the streak, and then wipe with a microfiber towel 

dry.  

APPLICATIONS: 

• Ceramic coating for painted surfaces. 

• Durable self-curing coating  

• Application – spray, dip or brush, then clean rinse 

 

 

FEATURES: 

• Water dilutable - eliminates hazardous 

solvents - low volatility. 

• No fire or VOC hazard. 

• Forms an extremely durable finish on a 

wide range of substrates 

 

 

TYPICAL PROPERTIES * 

 PROPERTY VALUE UNIT  

 APPEARANCE: Blue liquid -  

 SPECIFICE GRAVITY @ 25°C 

(77°F): 
1.0 g/ml 

 

  8.30 Lb./gal  
*:  The above information is given only as a listing of typical properties and is not intended to be representative of product 

 specifications.  Please contact the Quality Assurance Department for current product specifications. 
 

 

This information is not to be taken as a warranty or representation for which we assume legal responsibility nor as permission or 

recommendation to practice any patented invention without a license.  It is offered solely for your consideration, investigation and verification.  

Refer to the Safety Data Sheet (SDS) for health, safety and personal protection. 

 


